-
21" 40" MIN. 21" } 6-0" | )
|
20° : 20 —18"m=18"— !
SIDEWALK 12— TYP. | TYP. \
CURB INLET CATCH —
PLANTERSTRIP| Al ‘ ‘ HA A | 7 [cRe e L ¢ HUMP
CURB T TYP. \
IR | C 14 REFLECTIVE X— ‘
: “hi. B B MIN. PAVEMENT 18"
MARKERS TYP.
Z; o e - 4 MINg : QROADi*f -—
EFLECTIVE  /ygep [ 1?4,
PAVEMENT RIGHT D C KEEP MIN
MARKERS SIGN | RicuT MIN.
SIGN
CURB e ‘
PLANTER STRIP - WHITE \
D :
SDEWALK ; STRIPNG PAVEMENT MARKING DETAII
PLAN VIEW  seecirications _ %
=% £ =<
£2 =z s= z
120" ece 23 ez 3%
EXIST. CURB 60" 60" 0 § E :“:3 i E E E E
PARABOLIC | PARABOLIC .
o | | J |
/ A—J T L n h
L L1" MIN. 7
Z/EEABOUC 18- 5 SRIND 1 Degp 16" e T 6" 1‘ 16 |
) 60" olc——
sectoN. SECTION A-A x 15" WIDE FOR 6-0" PARAB ¢
VIEW "B-B" ) EXTRA DEPTH AT EDGE SECTION B-B rarasoLic
NEW A.C. 4" \ 0" \ o CROWN
MIN. THICKNESS 40 140
SAWCUT SAWCUT
%A\G&GAZSL/EEITAL: M AGGREGATE BASE
'C' EXIST. AC.
SPEED TABLE PAVEMENT AGGREGATE BASE \_gxCAVATE EXISTING PAVEMENT AND BASE ROCK TO NATIVE
SOIL BUT NOT LESS THAN 1' BELOW EXISTING GRADE.
CURB OR CURB
AND GUTTER SECTION C-C
EXISTING A.C. OR
zzzdmZSS P.C.C. PAVEMENT .
’%’///W' AGOREGATE BASE CONSTRUCTION NOTES:

1. Median Island may be constructed without speed hump.
2. Sawcut and remove existing A.C. for construction of traffic
circle by one of two methods:

SECTION D-D a. Sawecut to within 2-inches of curb form line, fill void
APPLICATION NOTES: between curb and pavement with concrete, or
[Approved for use when the conditions b. Remove a minimum of 14-inches beyond curb form
below exist.] line, patch pavement with compacted class 'C'

asphaltic concrete. Finish edges by applying tack
1. Locations per approved plan. coat and sand sweeping.
2. Neighborhood Routes and Local 3. Construct Type 'A' P.C.C. curb for island perimeter.
Streets only. 4. Construct A.C. speed hump between curbs.
3. Posted speed 25 mph. a. Grind for extra depth at edge as shown.
4. Tangent sections or curves with 300 ft. b. Apply tack coat over air-blown cleaned and swept
radius or larger. asphalt concrete.
5. Grade less than 8%. c. Finish edges by applying tack coat and sand
6. Not an existing or planned Transit Route. sweeping. Tack coat shall conform to ODOT
7. Not a Primary Emergency Vehicle Route. Specifications, Type CSS -1, CSS -1H.
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